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3/6 



AUTOMATICALLY DETERMINE THE 
AVAILABILITY OF THE CALLED PARTY'S 
WIRELESS COMMUNICATION UNIT 



AUTOMATICALLY ROUTE THE CALL TO 
THE CALLED PARTY'S LANDLINE 
COMMUNICATION UNIT IN RESPONSE TO 
THE CALLED PARTY'S WIRELESS 
COMMUNICATION UNIT BEING 
DETERMINED UNAVAILABLE 



± 

AUTOMATICALLY ROUTE THE CALL TO 



THE CALLED PARTYS WIRELESS 
COMMUNICATION UNIT IN RESPONSE TO 




THE CALLED PARTY'S WIRELESS 
COMMUNICATION UNIT BEING 
DETERMINED AVAILABLE 



Fig. 3 
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RECEIVE CALLED PARTY'S DN 


> 


f 


SUSPEND 
LAUNCH 


CALL AND 
QUERY 



NO 




510 



520 



530 



550 



IS 



YES 



CALLING PARTY 
USING THE WIRELESS 
COMMUNICATION. 
UNIT ? 



540 



NO 



560 



ROUTE TO LANDLINE 
COMMUNICATION UNIT 



IS 



NO 



570 



THE WIRELESS 
COMMUNCATION UNIT 
AVAILABLE ? 



YES 



ROUTE TO WIRELESS 
COMMUNCIATION UNIT 



Fig. 5 
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STEP 
560 



SEND A LOCATION REQUEST 
TO THE HLR 






DETERMINE THE ROUTING 
ADDRESS OF THE CALLED PARTY 
AND SEND RESPONSE 


> 





TERMINATE THE CALL TO THE 
CALLED PARTY'S LANDLINE 
COMMUNCATION UNIT IF NO 
RESPONSE IS RECEIVED AFTER 
AN ELAPSED PERIOD OF TIME 



IF THE RESPONSE CONTAINS 
THE ROUTING ADDRESS OF THE 
WIRELESS COMMUNICATION UNIT 
AND DOES NOT INDICATE THAT 
THE WIRELESS COMMUNICATION 
UNIT IS INACTIVE, SEND A 
FORWARD CALL COMMAND 



IF THE RESPONSE INDICATES THAT 
THE WIRELESS COMMUNICATION 
UNIT IS NOT REGISTERED WITH 
THE HLR OR IS INACTIVE, SEND 
AUTHORIZATION TO TERMINATE 
CALL TO THE CALLED PARTY'S 
LANDLINE COMMUNCIATION UNIT 



610 



•620 



630 



•640 



650 



Fig. 6 



